
 multifunctional 
 convenience 
—
 MUTO – the manual sliding door system with  
 self-closing action and concealed locking. www.dorma.com/innovation
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 muto – the compact, flexible  
 allrounder
—
If there is a manual sliding door system designed 
to impresswithanextensiverangeoffeaturesfor
enhancedeaseofoperation,thenitisMUTO.

Convincing convenience:

 . Self-closing action
 . DORMOTIONdampingmechanism
 . Integrated electromechanical lock with control 
 . Status indicator

Versatile:

 . Suitable for glass and timber solutions with  
both lightandheavydoors(50kg–200kg)

 . Easy installation and adjustment thanks to   
removablefrontcover

 . Individualdesign:white,silverandnirowith 
orwithoutlogoclip

 . SynchroandTelescopicmodelsalsoavailable

Product models 
MUTO Comfort
MUTO Basic
6 – 7

For convenience
Functionsandbenefits 
to make life easier
4 – 5

Elegant design 
Newcompactclass
Logoclip
Choiceoffinishes
8 – 9
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Easy installation 
Simple handling  
Precise  installation
10 – 11

MUTO Comfort –  
ideal for glass 
Technical details
12 – 13

MUTO Basic – 
ideal for timber
Technical details
14 – 15
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See MUTO in action: www.dorma.com/innovation
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Self-Closing

Self-Closing – hassle-free.

DORMOTION – theelegantdampingmechanism.

DORMOTION

 for convenience
—
 MUTO–user-friendlycomfortfeatures,individuallyconfigurable.

MUTOautomaticallyclosesthedooronceithasbeenopened–quietlyand
withoutpowersupply.Anenhancementtoanyinterior.

Theepitomeofelegantconvenience,theDORMOTIONdevicegently
deceleratesthedoorpaneloverthelastfewcentimeters,takingit
automaticallyandquietlytoitsend position.



dampingmechanism,inte-
grated electromechanical  
lock and a status indicator  
enabling the door to be mo-
nitored from anywhere in 
the building.

Thesystemisalsoavailable
inSynchroandTelescopic
versions.

USER-FRIENDLY FEATURES

5DORMA

Fascinating how much 
 convenience can be packed 
into such a compact shape.

TheMUTOsystemimpresses
byvirtueofitscompact
 elegance and the wide func-
tionalityitoffers,enabling
enhanced user-friendliness 
inaslidingdoorsystem:
power-freeSelf-Closing,

Integrated electromechanical lock – 
discretion assured.

Statusindicator–everythingundercontrol.

The stand-alone electromechanical lock is concealed in the track rail so that 
nothingdisruptsthesmoothlinesoftheelegantdesign.Theinvisiblelockcan
beconvenientlyoperatedbyremotecontrolorfromabattery-poweredwall
switch.

The status indicator ensures that the sliding door can be monitored with re-
markableease.Assoonasthedoorstandsintheopenorcloseposition,a
status signal is transmitted to the building  management system or an indica-
torlamp–animportantbenefitinbuildingsrequiringprofessionalfacility
managementcapability.
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MUTO Comfort 
—

User friendly options
 . Unpoweredself-closing
action 
 . DORMOTIONdamping
mechanism without 
glasspreparation
 . Independentconcealed
locking with electrome-
chanicallock(battery
powered)
 . Status indicator 
 connecting with your 
 facility management 
 

 
 
Variants
 . Telescopic–wideopen-
ingswithsmallpanels
 . Synchro – with double-
leafdoors,youonly
needtoslideonepanel
by hand as the other 
willmovesimultaneously
 . Forwall,glassand 
ceiling installations
 . Forpanelweightsupto
150 kg

Withthiscompactslidingdoor
system,eventailoredsolu-
tions come easy. The fully 
integrated MUTO Comfort 
systemisparticularlysuitable
forglassapplicationswith
amultiplicityoffunctions

deliveredbyequipmentthat
stayscompletelyoutofsight.
This elegant allrounder can 
alsobeadaptedtotimber
solutions.

Simple retrofits 
—

 . DORMOTIONdamping
mechanism 
 . Concealed lock
 . Status indicator

Youdon’tknowwhatlevelof
equipmentyourequireyet?
Noproblem.Withthepracti-
calaccessorysets,many
extrascanberetrofittedas
andwhenrequired.

Singlepanel. Doublepanel. Single and 
doublepanel.
Telescopic.

LSG tested.  
Transparent safety.

LSG

 versatile in function and material
—
 MUTOadjuststoyourindividualrequirements: 
withTelescopicdoorsordouble-paneledwiththeSynchrofunction.

MUTO Comfort

Glasspanel



MUTO MODELS COMFORT AND BASIC
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Designed for timber doors as 
standard,MUTOBasicalso
canbeusedwithglasspanels
thankstospecialglassclamp
fittings.Thefunctionalele-
ments can be hidden behind 
acoverprofile.

MUTO Basic 
—

User friendly options
 . DORMOTIONdamping
mechanism without 
glasspreparation

Variants
 . Telescopic–wideopen-
ingswithsmallpanels 

 

 . Synchro – with double-
leafdoors,youonly
needtoslideonepanel
by hand as the other 
willmovesimultaneously
 . Forwall,glassandceil-
ing installations
 . Forpanelweightsup
to 200 kg

Singlepanel Doublepanel Doublepanel,
Telescopic

LSG tested.  
Transparent safety.

LSG

MUTO Basic

Timberpanel

Handle bars Recessedpullgrips

Concealed lock Locks

Elegant accessories
—
Accessories matched to the 
door hardware ideally com-
pletetheaccesssolution.
Choose from a selection of 
eleganthandlebars,pull
gripsandlocks.
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 eleGant desiGn
—
 MUTO–individualdesignoptionsdowntothelastdetail.

Glasspanel

Timberpanel



Thedesignstyleimplemented
in the MUTO system is con-
spicuouslycompactwiththe
complextechnologycleverly
concealed within the track 
rail. MUTO is a multi-talent 
withanappearancetomatch,

enhancinganyproject 
appearancewithitspure 
elegance.Theremovable 
logoclipandthechoice 
offinishesarecharacteristic
ofDORMA’sintegratedap-
proachtoambience.

ELEGANT DESIGN

9DORMA

Showing the flag
Withitselegantlogoclip,MUTO
literallyfliestheflagfortheDORMA
brandasqualityseal.Andforthose
whopreferthemoreminimalisticlook,
theMUTOlogoclipcanbesimply
removed.

Color scheme
Forthatextrabitofindividuality.
ThealuminiumMUTOprofilecanbe
providedinwhite,silverandniro. 
Specialpowder-coatedfinishesare
availableon request.

2015

White P 100 Semi Gloss SilverN600Satin Niro N 700 Satin
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DORMOTION starter

Mounted on the track rail and 
securedbyaclampingscrew.

 fast & easY to install  
—
 MUTO–ournewstandardforquickandhassle-freeinstallation.

LSG tested. Transparent safety.
MUTO is suitable for the installation 
of laminated safety glass – with the 
testedClamp&Gluetechnology.

LSG

DORMOTION

Thedampingmechanismissimply
mountedonthedoorpaneland
clampedtight.

Simple precision
False/suspendedceilings?Noproblem.
Theinterconnectingprofilemeansthat
the system can still be installed with  
precision.



EASY INSTALLATION
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MUTO makes installing 
manual sliding door systems 
particularlyeasy.Allthe
relevantfunctionscanbeset
from the front. Height adjust-
mentisaremarkablysimple
affair. No additional glass 
preparationisneededtoin-
corporatetheDORMOTION
dampingfunction.Andeven

false/suspendedceilings
arenoproblem,butrathera
welcomevariantthankstothe
adapterprofilethatisalso
provided.MUTOalsooffers
extra safety thanks to its test-
edClamp&Gluetechnology
for LSG. The system is thus 
fullyadaptedtotheuseof
laminated safety glass.

Clip-on mounting

Tofitthecoverprofile,simplywind
theclip-onmountingintothetrack
rail.Thecoverprofileisthensimply
clippedonfrombelow.

MUTO installation  
— 

Features overview 

 . Removablefrontcover
 . Easy height adjustment
 . DORMOTION without 
glasspreparation 
 

 

 . Preparedforglass 
and timber
 . TestedClamp&Glue 
fixingforLSG
 . Adapterprofile/ 
suspendedceiling 
installation

End stops

Clampfitenablestheendstopsto
be installed and adjusted with ease.

Anti-jump mechanism

Simpleactivationofthe 
anti-jumpmechanism.

Height adjustment 

Doorpanelheightadjustmentofupto 
+/-5mmpossibleatanytime.Simply
undothefixingscrewsandturnthe 
adjustmentsetscrewintheappropriate
direction.
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 muto comfort
—
 Idealforglassapplications.Timberasoption.

Product variant
MUTO Comfort XL  
DORMOTION 80 / 150

MUTO Comfort XL Self-Closing MUTO Comfort XL Telescopic

Track dimensions   W = 72 mm 
H = 69 mm

W = 100 mm 
H = 69 mm

W = 125 mm 
H = 69 mm

Track dimensions  
+optionalsidepanel

W = 91 mm
H = 69 mm

W = 119 mm
H = 69 mm

W = 144 mm
H = 69 mm

Basic description

Max.gaptowall(glassdoor) 20 mm 20 mm 17 mm

Max.gaptowall 
(timberdoor,thickness≤30mm)

7 mm 7 mm 7 mm 

Max.gaptowall 
(timberdoor,thickness>30mm)

7 mm 7 mm 7 mm 

Glass thickness 8 – 13.5 mm 8 – 13.5 mm 8 – 13.5 mm

Materialthickness(timber) ≤50mm ≤50mm ≤50mm

Installations Wall,glass,ceiling Wall,glass,ceiling Wall,glass,ceiling

Door height ≤3,000mm ≤3,000mm ≤3,000mm

Door width ≤2,500mm ≤1,500mm ≤1,200mm

Door height adjustment + / - 5 mm + / - 5 mm + 5 mm / - 3 mm

Corrosion EN 1670 Class 4 Class 4 Class 4

Door cycles ≥200,000 ≥200,000 ≥200,000

DIN EN 1527 • • •

Max. door weight / single door 150 kg 120 kg 2 x 80 kg

Max. door weight / double door 2 x 150 kg 2 x 120 kg 4 x 80 kg

Easy installation • • •

Preparedfortimber ○ ○ ○

PreparedforLSG • • •

Functionalities

DORMOTION •Noglasspreparation •Noglasspreparation ○Noglasspreparation

Synchrofor2doorleaves ○ – –

Status indicator ○ ○ ○ 

Concealed EM locking ○ ○ ○ 

Installationflushjunction ○ ○ ○ 

Self-Closing – • –

Summary For80/150kgdoors, 
most extras

Self-Closingversionfor 
120kgdoors,mostextras

Telescopicversionfor 
80kgpanels,mostextras

• yes – no ○ optional 1doorpanel 2doorpanelswithSynchro   1or2doorpanelswithTelescopic
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MUTO Comfort XL 150
MUTO Comfort L  
DORMOTION 80 

MUTO Comfort L 80
MUTO Comfort M  
DORMOTION 50 

W = 62 mm 
H = 69 mm

W = 71 mm 
H = 58 mm

W = 61 mm 
H = 58 mm

W = 57 mm 
H = 58 mm

W = 81 mm
H = 69 mm

W = 90 mm
H = 58 mm

W = 80 mm
H = 58 mm

–

20 mm 17 mm 17 mm 21.5 – 23.5 mm

7 mm 7 mm 7 mm 7 mm 

7 mm 7 mm 7 mm 7 mm 

8 – 13.5 mm 8 – 13.5 mm 8 – 13.5 mm 8 – 10 mm

≤ 50 mm ≤ 50 mm ≤ 50 mm ≤ 50 mm

Wall, glass, ceiling Wall, glass, ceiling Wall, glass, ceiling Wall, ceiling

≤ 3,000 mm ≤ 3,000 mm ≤ 3,000 mm ≤ 2,500 mm

≤ 2,500 mm ≤ 2,000 mm ≤ 2,000 mm ≤ 1,300 mm

+ / - 5 mm + 5 mm / - 3 mm + 5 mm / - 3 mm + 2 mm / - 2 mm

Class 4 Class 4 Class 4 Class 2

≥ 100,000 ≥ 100,000 ≥ 100,000 ≥ 100,000

• • • •

150 kg 80 kg 80 kg 50 kg

2 x 150 kg 2 x 80 kg 2 x 80 kg –

• • • •

○ ○ ○ ○

• • • –

– ○ No glass preparation – ○ No glass preparation

– ○ – –

– ○ – – 

– ○ – –

○ ○ ○ –

– – – –

For extra heavy doors, 
no extras

For 80 kg doors, 
most extras

For 80 kg doors, 
no extras

For 50 kg doors,  
DORMOTION available

White P 100 Semi Gloss

Silver N 600 Satin

Niro N 700 Satin
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 muto basic
—
 Idealfortimberapplications.Glassasoption.

Product variant
MUTO Basic M  
DORMOTION 50 

MUTO Basic M  
DORMOTION 80

MUTO Basic M  
Telescopic 80

Track dimensions  W≤51mm 
H≤45mm

W≤51mm 
H≤45mm

W≤106mm 
H≤45mm

Track dimensions   
+coverprofile

W≤64mm
H≤100mm

W≤64mm
H≤100mm

W≤109mm
H≤100mm

Track dimensions   
+optionalsidepanel+coverprofile

W≤82mm
H≤100mm

W≤82mm
H≤100mm

W≤127mm
H≤100mm

Basic description

Max.gaptowall(glassdoor) 10 mm 10 mm 10 mm

Max.gaptowall 
(timberdoor,thickness≤30mm)

7.5 mm 7.5 mm 7.5 mm 

Max.gaptowall 
(timberdoor,thickness>30mm)

7.5 mm 7.5 mm 7.5 mm 

Glass thickness 8 – 13.5 mm 8 – 13.5 mm 8 – 13.5 mm

Materialthickness(timber) ≤50mm ≤50mm ≤50mm

Installations Wall,ceiling Wall,ceiling Wall,ceiling

Door height ≤3,000mm ≤3,000mm ≤3,000mm

Door width ≤2,500mm ≤2,500mm ≤2,500mm

Door height adjustment + / - 5 mm + / - 5 mm + / - 5 mm

Corrosion EN 1670 Class 3 Class 3 Class 3

Door cycles ≤50.000 ≤50.000 ≤50.000

DIN EN 1527 • • •

Max. door weight / single door 50 kg 80 kg 2 x 80 kg

Max. door weight / double door 2 x 50 kg 2 x 80 kg 4 x 80 kg

Easy installation • • •

Preparedfortimber • • •

PreparedforLSG • • •

Functionalities

DORMOTION ○Noglasspreparation ○Noglasspreparation ○Noglasspreparation

Synchrofor2doorleaves ○ ○ ○ 

Status indicator – – –

Concealed EM locking – – –

Installationflushjunction – – –

Self closing – – –

Summary For50kgdoors, 
DORMOTION and Synchro  
available

For80kgdoors, 
DORMOTION and Synchro  
available

Telescopicversionfor 
80kgpanels,DORMOTIONand 
Synchroavailable

• yes – no ○ optional 1doorpanel 2doorpanelswithSynchro   1or2doorpanelswithTelescopic
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MUTO Basic L  
DORMOTION 120

MUTO Basic XL  
DORMOTION 160

MUTO Basic XL 200 

W≤55mm 
H≤52mm

W≤75mm 
H≤72mm

W≤75mm 
H≤72mm

W≤70mm 
H≤100mm

W≤78mm 
H≤142mm

W≤78mm 
H≤142mm

W≤89mm
H≤100mm

W≤97mm
H≤100mm

W≤97mm
H≤100mm

10 mm 20 mm 20 mm

8.5 mm 18 mm 18 mm 

11 mm 8 mm 8 mm 

8 – 13.5 mm 8 – 13.5 mm 8 – 13.5 mm

≤50mm ≤50mm ≤50mm

Wall,ceiling Wall,ceiling Wall,ceiling

≤3,000mm ≤3,000mm ≤3,000mm

≤2,500mm ≤2,500mm ≤2,500mm

+ / - 5 mm + / - 5 mm + / - 5 mm

Class 3 Class 3 Class 3

≤50.000 ≤50.000 ≤50.000

• • •

120 kg 160 kg 200 kg

2 x 120 kg 2 x 160 kg 2 x 200 kg

• • •

• • •

• • •

○Noglasspreparation ○Noglasspreparation –

○ ○ ○ 

– – –

– – –

– – –

– – –

For120kgdoors, 
DORMOTION and Synchro  
available

For160kgdoors, 
DORMOTION and Synchro  
available

For200kgdoors, 
Synchroavailable

White P 100 Semi Gloss

SilverN600Satin

Niro N 700 Satin
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